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Product Data Sheet 
 

RAIDO Dexron III H   
 

Description: 
 RAIDO Dexron III H is designed on a basis of hydrocrack oils and PAO with special additives and 

inhibition. Dexron III H was developed especially for the indicated specifications and purposes. It 
provides maximum lubrication and wear protection thanks to its special additives.  

 RAIDO Dexron III H is a universal ATF (Automatic Transmission Fluid) of the latest generation for 
all automatic gearboxes with and without regulated converter lockup clutch (so-called gear-
clutch lock-up), for which gear fluids of type Dexron III H are required. 

 
Properties: 

 Reliable protection against wear, corrosion and foaming  

 High and very stable viscosity index 

 Problem-free at very low temperatures  

 Very low pour point  

 Very good oxidation stability  

 Well coordinated friction properties  

 Neutral towards sealing agents.   

 Neutral behaviour towards non-ferrous metals due to inhibition  

 
Application: 

 RAIDO Dexron III H is especially suitable for use in gearboxes with ATF Dexron III H 
specifications. Dexron III H is miscible with all brands of ATFs. 

 RAIDO Dexron III H  is recommended to flush with Dexron III H first, before the final filling with 
Dexron III H is performed. The operating instructions of the automobile and engine 
manufacturer must be observed. 

 

Specifications: 
GM Dexron III H   
Allison C4, TES-389 
MB 236.1, 236.6, 236.9, 236.10 
ZF TE-ML 04D, 05L, 14B, 16L, 17C 
VOITH H 55.6336.3x Extended Drain (G1363) 
VOLVO Transmission Oil 97341, VOLVO 1161521 and 1161621 
MAN 339 Type Z-2; Type Z-3 
 
Physical Characteristics 
 

Properties Data Unit Testing under 

Colour red  visual 
Density at 15°C 857 kg/m³ EN ISO 12185 
Viscosity at 100°C 7.2 mm²/s DIN 51 562 
Viscosity index 183  DIN ISO 2909 
Pour point - 51 °C DIN ISO 3016 

 
 
The data mentioned in this product information sheet is meant to enable the reader to orientate himself about the properties and 
possible applications of our products. Although this overview is composed with all possible care on the stated date, the compiler 
does not accept any liability for damages caused by incompleteness and/or inaccuracies in this information, especially when these 
are caused by obvious typing errors. The terms of delivery of the supplier apply to all product supplies. The reader is advised, 
especially for critical applications, to make the final product choice in consultation with the supplier. Due to continual product 
research and development, the information contained herein is subject to changes without notification. 


