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Product Data Sheet 
 

Diesel UHPD 10w40  
 

Description 
RAIDO Diesel UHPD 10W-40 is a semi synthet universal engine oil produced with the use of the latest 

additive technology for all diesel engines with or without turbocharging in lorries, buses and machinery. 

RAIDO Diesel UHPD 10W-40 was developed as a UHPD (Ultra High Performance Diesel) engine oil with 
specific requirements on the diesel particulate filter for LOW SPAsh technology. Low sulphur, 
phosphorus and ash content. 

Properties: 

 Excellent oxidation stability 

 Very good high-temperature stability 

 Excellent detergent and dispersant properties 

 Efficiency due to low fuel consumption 

 Excellent cold starting performance; a fast engine lubrication even at low temperatures 

 Very good viscosity and temperature behaviour 

 Neutrality towards sealants 

 High wear protection 
 

Application 
RAIDO Diesel UHPD 10W-40 is a high-performance engine oil suitable for year-round use. It was 
designed for the new exhaust emission guidelines including for vehicles with exhaust gas recirculation 
systems. 
RAIDO Diesel UHPD 10W-40 is universally applicable in all diesel engines with and without 
turbocharging. Suitable for EURO I, II, III, IV, V and EURO VI engines. 
 
Specifications 
ACEA: E7/E6/E4  
API:  CI-4 
MB-approval 228.51, VOLVO VDS-3, Renault VI RLD-2, Mack EO-N, MAN M 3477,  Deutz DQC-III–10LA 
MAN M 3277, MB 226.9, MTU Typ 3, MTU Typ 3.1, Renault RXD, Scania LDF, DAF HP-2, Cummins CES 
20076/77, JASO DH-2 
 

Physical Characteristics 

 
Properties Data Unit Testing under 

HTHS mPa*s 4.22   
Density at 15°C 859 kg/m³ EN ISO 12185 
Viscosity at 100°C 13.2 mm²/s DIN 51 562 
Viscosity index 159  DIN ISO 2909 
Pour point -39 °C DIN ISO 3016 
Sulphated Ash   0.95   

 
 
The data mentioned in this product information sheet is meant to enable the reader to orientate himself about the properties and 
possible applications of our products. Although this overview is composed with all possible care on the stated date, the compiler 
does not accept any liability for damages caused by incompleteness and/or inaccuracies in this information, especially when these 
are caused by obvious typing errors. The terms of delivery of the supplier apply to all product supplies. The reader is advised, 
especially for critical applications, to make the final product choice in consultation with the supplier. Due to continual product 
research and development, the information contained herein is subject to changes without notification. 


